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FLAMECRET 

 

Refractory mortar for firebricks  
 
Properties  

 

FLAMECRET  is a special composition cement  mortar for laying and grouting 
firebricks. It provides very good resistance to high temperatures, high adhesion to 
firebricks, excellent waterproofing, resistance to frost and high final mechanical 
strengths. 
 
Applications 

 

FLAMECRET is suitable for construction of fireplaces, chimneys ovens, barbeques and 
other hearths, and in general in places where high temperatures are developed  
 
Technical characteristics 

 

Bulk density of dry mortar:  1,6 kg/L 
Mixing water: 16% of dry mortar 
Bulk density of dry mortar:  1,9 kg/L 
Compressive strength: 45 N/mm2     
Flexural strength:  8 N/mm2      
Temperature resistance: up to 1.1000C   
  
How to use 

 

Firebricks should be clean, free of dust, oil, loose particles etc. Before application, the 
firebricks must be thoroughly dampened.  
 
FLAMECRET is added progressively into water and is being stirred until a homogenous 
mixture of the desired workability is formed.  
Indicatively for a 25 kg bag FLAMECRET 4 kg of water are required and respectively for 
a 5 kg bag 0,8 kg water. 
Pot life of fresh mortar is approximately 60 minutes. After hardening starts the addition 
of water is prohibited in order to re-soften the mortar.  
 
The product is applied by using a trowel, like every other masonry mortar. For joint 
grouting you can use the same product.  
 For homogenous joint formation, it is recommended to use plastic or metallic spacers. 
Grouting is performed by using a very thin spatula or special metallic spacer. Cleaning 
is done with a wet sponge before the mortar dries. In case of high ambient 
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temperatures, repeated watering with a sponge is recommended, to avoid quick drying 
of the grout.  
 
Attention! The fireplace or the oven should not be used, until the mortar has developed 
sufficient strengths meaning approximately one week after the end of the application  
 
Consumption 

 

 The consumption depends on the dimensions of the firebricks and the joint width. 
Indicatively, for firebricks with dimensions 20x10x3 cm and joint width 1 cm the 
consumption is about 5 kg/m2.  
 
Storage 

 

12 months from production date if the product is stored in original, sealed packaging, in  
dry environment.  
 
Protection  

 

The product contains cement which is considered irritant due to its alcali reaction to 
water. 
Before applying indications of danger and safety instructions on the packaging should 
be considered. 
 


