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VIMAPUR PRIMER-W 

Polyurethane water based primer 
 
 
 
Properties 

 
 
VIMAPUR PRIMER-W is a transparent water-based primer of a single component, 
based on aliphatic polyurethane. 
 
Seals porous surfaces offering: 
 Excellent penetration and adhesion 
High mechanical strengths 
Waterproofing 
Resistance to chemicals 
no color change or yellowing of the surface 
 
Applications  

 
 Sealing of any porous cementitious surface (cement mortar, concrete) to avoid dust 
    generation 
Priming of cement mortars screeds prior to application of polyurethane varnishes 
    VIMAPUR VARNISH and VIMAPUR VARNISH-W. So the coloring of surfaces 
    does not darken. 
 
 
Technical characteristics 

 
Density  ~ 1,0 kg/L 
Application  > 10ο C 
Drying time  3 h at + 25ο C 
Recoating time with water based  
varnish 

4 h at + 25ο C 

Recoating time with solvent based  
varnish 

24-36 h at + 25ο C 
depending on the relative humidity of the 
environment 
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How to use  

 
Substrate  
 

Substrate must be solid, clean from dust, oil and generally from dirt that prevents the 
material from adhering. The moisture content of the substrate must be <4%. 
 
In the case of new concrete, this must be at least 28 days old, and in the case of 
cement mortar at least 7 days must have passed since it was laid. 
 
Caution! If the substrate has been impregnated with silicone or paraffin-based 
materials, VIMAPUR PRIMER-W must not be applied.  
 
Application 
 
The product is diluted with water up to 15% and applied by roll or brush. For colored 
cement screed priming , a single coating is applied, while for cementitious flooring 
sealing and dust avoidance at least two coatings are applied. 
 
 
Consumption  
 

0,10 - 0,15 kg/m2 per coating. 
 
Tools cleaning 
 

Tools should be cleaned immediately after use with water. 
 
Storage  
 

2 years if the material is kept in its original closed packaging, stored in frost, moisture 
and high temperatures (> 35 ° C) protected places. 
 
 
Precautions  
 

 
VIMAPUR PRIMER-W is harmless to health after hardening. Prior to application, the 
risk phrases and precautionary statements on the package should be studied. 
 


