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WATERBLOCK FLEX 
Elasticized brushable sealing slurry of two components 

 
 
Properties 

 
WATERBLOCK FLEX is a sealing system consisting of two components: 
 
Component A is cement based sealing slurry, which generates by mixing with water 
after hardening a rigid waterproofing membrane. 
Substituting mixing water with Component B, an elastifying-elastomeric emulsion, 
results the elastic membrane WATERBLOCK FLEX which presents increased 
adhesion and sealing efficiency. 
 
WATERBLOCK FLEX offers many advantages 
- Bridges cracks or assembling joints of small width 
- retains total waterproofing under hydrostatic pressure according to DIN 1048 
- Applied successfully to continuous hydrostatic pressure of the positive (application) 
side or negative (opposite to the application) side. 
- It has excellent adhesion to all building surfaces such as concrete, cement mortar, 
bricks, concrete blocks, mosaics, ceramic tiles, gypsum boards, wood, metals, 
polystyrene. 
- Provides protective coating on concrete surfaces acting against carbonation and 
corrosion of the reinforcement. 
- It is vapor permeable that allows breathing of structural elements. 
- Due to its high elasticity the membrane of WATERBLOCK FLEX has resistance to 
high and low temperatures and aging. 
 
 
Applications 

 
- External or internal waterproofing of basements for simple moisture to hydrostatic 
pressure 
- Perimeter sealing of walls above ground level or formed floor (for example with cement 
tiles) 
- Waterproofing and protection of concrete in civil engineering projects: retaining walls, 
tunnels, bridges, wells, tanks, water towers etc. 
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- Waterproofing of concrete surfaces prior to installing ceramic tiles in wet interiors 
(kitchens, bathrooms) as well as pools, terraces and balconies 
- Waterproofing in combination with reinforcement of alkali resistant fiberglass mesh 
(60-80 g/m2) on terraces as final coating (white WATERBLOCK FLEX) or covered (in 
grey color) especially in inverted or green roofs with constant contact with water. 
 
Preparation of the substrate 
 
Same as for the simple WATERBLOCK (dry mortar) 
 
How to use 

 
The mortar (Component A) is added under stirring in the elastifying agent  
(Component B) until the formation of a homogeneous slurry suitable for brush 
application is achieved. 
The fresh mixture is applied in at least two coatings. The thickness of each layer must 
not exceed 1 mm because there is a risk of creating cracks. The application of each 
successive coating must be done after the previous has dried (waiting time 
approximately 1-2 hours). 
 
Consumption 

 
Water Pressure Minimum consumption Minimum thickness 
Ground humidity 3,0 kg/m2 1,5 mm 

Water without pressure  4,0 kg/m2 2,0 mm 
Water under pressure  4,5-5,0 kg/m2 2,2 - 2,5 mm 

 
When high flexibility is not required, smaller quantity of Component B can be added as 
mixing water to Component A, with relevant addition of water, for example a bag of  
25 kg WATERBLOCK FLEX Component A can be mixed with 8 kg Component B +  
1,0 - 1,5 kg water. 
 
 
Waterproofing protection 

 
The freshly coated surface should be protected from high temperatures or wind, rain 
and frost. 
Any kind of stress should be done after the achievement of similar hardening and 
mechanical strengths: 
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After at least 3 days the coating can be exposed to positive hydrostatic pressure or 
mechanical stress of filling of the foundation pit.  After about 7 days it can be exposed to 
negative hydrostatic pressure. 
For simple traffic and fixing of tiles 1or 2 days are enough depending on the ambient 
temperature. The hardened waterproofing coating with WATERBLOCK FLEX due to its 
small thickness is vulnerable to mechanical stress: in floors with foot traffic it should be 
protected with at least one coating of cement mortar. 
 
Static efficiency  
 

In cases of water under pressure the carrier of the sealing coating (wall, floor, etc.) 
should be calculated appropriately to ensure sufficient static to hydrostatic pressure-lift. 
 
 
Specific information  

 
 
 
Tool cleaning  

 
Tools should be cleaned with water immediately after use, 
before the mixture dries. 
 

 
Storage 

WATERBLOCK FLEX Component A should be stored in 
dry environment and in sealed bags for a period of at least 
12 months. 
Storage of Component B should be at +200 C to +350 C 
(no direct sunlight) in closed containers for a period of 12 
months. 
 

 
Packaging 
 

 
WATERBLOCK FLEX Component A is available in grey 
and white color in bags of 25 kg. 
Component B is available in vessels of 8 kg and 12 kg.  
 

 
Protection  

 
WATERBLOCK FLEX/Component A contains cement 
and is considered irritating due to its alkaline reaction with 
water.  
 

 


